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Image reconstruction of nanostructured nonperiodic objects only from oversampled hard x-ray
diffraction intensities
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X-ray-diffraction microscopy images nanocrystals and nonperiodic objects by directly reconstructing from
oversampled diffraction intensities. Successful image reconstruction of nonperiodic objects has so far required
additional experiments to supplement the missing data in the diffraction intensities. Reconstruction only from
diffraction data is desirable. We show that image reconstruction of nonperiodic objects can be done without any
supplemental experiments by applying a modified hybrid input-output algorithm to experimental hard x-ray-
diffraction data of a nanostructured pattern.
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X-ray-diffraction microscopy is a newly developed ima
ing technique to determine the structures of nonperiodic
jects and nanocrystals by using coherent x rays and the o
sampling method.1–9 When a coherent beam of x ray
illuminates a finite object, the Fraunhofer diffraction inten
ties of the object can be sampled at a spacing finer than
Nyquist interval. When the sampling interval is fine enou
so that the oversampling ratio, a parameter to characte
the degree of oversampling, is 2 or more, a nontrivial uniq
phase set is in principle embedded inside the diffract
intensities,10 and can be directly retrieved by using glob
minimization methods such as an iterative method.11 Fien-
up’s hybrid input-output~HIO! algorithm shows good con
vergence among algorithms of the iterative methods.12 Due
to a high penetrating power of x rays, x-ray-diffraction m
croscopy can be applied to imaging relatively thick objec
Furthermore the method does not require x-ray optics wit
high numerical aperture and can achieve higher spatial r
lution than conventional x-ray imaging methods. These f
tures make it potentially an important imaging techniq
with broad application in nanomaterials science3,4,6–9 and
biology.5,13

In x-ray-diffraction microscopy, missing near-forward di
fraction data due to a beamstop have been a major diffic
that has been preventing us from reconstructing nonperi
objects only from the diffraction intensities. The missing da
problem is essentially unavoidable, since the unscatte
transmitted x rays contribute in addition to the diffracted
rays, and hence the diffraction intensities at the exact
ward pixels are not directly observable. The beamstop ha
be sufficiently large not to overload the detector with a li
ited dynamic range. Furthermore, the parasitic scatter
e.g., from a pinhole, also makes it difficult to measure ne
forward data with a high signal-to-noise ratio.

The near-forward data correspond to low spatial frequ
cies of the electron density of the sample, and determine
approximate shape of the reconstructed image. In prev
works Fourier transform of lower resolution images by, e
soft x-ray microscopes14 was used to estimate the nea
forward diffraction intensities.3–5 It should however be noted
that the estimated intensities were somewhat different fr
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the correct ones, because soft x-ray microscopes only
vide absorption contrast images. In another work, a scann
electron microscope image was used to define a deta
shape of the support.9 Here a support is the region where th
sample electrons are expected to exist, and is needed t
defined for image reconstruction. When a sample consist
a small number of isolated pieces, the autocorrelat
~Patterson! function can be used to define the support,9 but
the technique is difficult to be applied to general objects w
complex structures. Also near-forward data are necessar
calculate the autocorrelation function, and hence the miss
data problem can not be avoided. If a sample has spa
periodicity such as a nanocrystal, the problem can be circ
vented by recording diffraction intensities near a Bra
peak.6,7 In this experimental setup, measurement is relativ
easier due to less contribution of the parasitic scattering
no contribution of the transmitted x rays.

The loss of near-forward data is an extremely challeng
problem in practical applications of x-ray-diffraction micro
copy. The required supplemental experiments to reco
near-forward data take extra time for measurement and he
cause extra sample damage. The sample damage proble
especially crucial in biological applications.15 With x-ray
free electron lasers, serious sample damage may not allo
to perform supplemental experiments.16 In time-resolved ex-
periments to follow structure changes, it will be difficult t
carry out supplemental experiments with the same sam
condition. In this paper we show that image reconstruction
nonperiodic objects can be carried out without requiring a
supplemental experiments by applying the modified H
~MHIO! algorithm to simulated data and experimental ha
x-ray-diffraction data of a nanostructured pattern.

In the iterative methods, the phases are recovered b
eratively applying Fourier transform and inverse Four
transform. At each iteration, constraints are applied in b
reciprocal space and real space. In reciprocal space, the
solute values of the estimated structure factorGn(K) are set
to the experimental valuesuF(K)u while keeping the esti-
mated phases. The constrained structure factorGn8(K) is thus
given by
©2003 The American Physical Society01-1
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Gn8~K!5H Gn~K!, KP” D

mn~K!Gn~K!, KPD,
~1!

where

mn~K!5
uF~K!u
uGn~K!u

, ~2!

n is the iteration number andK the scattering vector.D de-
notes the region in reciprocal space where experimental
exist. The inverse Fourier transform ofGn8(K) provides the
electron densityrn8(r). A real-space constraint is applied
rn8(r) by setting the electron density gradually to zero
those pixels outside the support or where the estimated e
tron density is negative. There are different algorithms
the real-space constraints. In Fienup’s HIO algorithm,12 the
constrained electron densityrn11(r) is obtained by

rn11~r!5H rn8~r! ~rPS!`@rn8~r!>0#

rn~r!2brn8~r!, otherwise,
~3!

where S represents the support region andb is a constant
typically between 0.5 and 1.

The iterative method starts with a guessed electron d
sity r i(r) as the initial input. In the studies, we used forr i(r)
a random electron density inside the support and no elec
density outside the support. Here a problem arises in
normalization ofr i(r). The total number of electrons in
sample is unknown when the diffraction intensity at the c
tral pixel is unknown. This is because the structure facto
the central pixel determines the total number of electro
We propose to normalize the Fourier transformGi(K) of
r i(r). The normalization is made so as to equalize the ma
mum of Gi(K) in KPD to the experimental value,

G0~K!5H tGi~K!, KP” D

mi~K!Gi~K!, KPD,
~4!

where

t5
max~ uF~K!u!KPD

max~ uGi~K!u!KPD
, ~5!

andmi(K) is given by Eq.~2! with n5 i . The inverse Fourier
transform ofG0(K) finally gives the normalized initial elec
tron densityr0(r).

In order to clarify the problem of the HIO algorithm wit
missing near-forward data, we first carried out reconstr
tions with simulated data. We took an image shown in F
1~a! as a two-dimensional real sample with 91345 pixels.
Figure 1~b! shows simulated diffraction intensities with 12
3129 pixels. The diffraction data at the central 37337 pix-
els were removed to simulate the data loss due to a be
stop. In Fig. 1~b! the diffraction intensities were over
sampled, which corresponds to surrounding the elec
density area with a no-density area. The support size wa
to the same as the image size~a tight support!. The oversam-
pling ratio, defined bys5(total area)/(support area),10 was
4.0. b in Eq. ~3! was set to be, throughout the analyses,
in the top and left regions outside the support and 0.8 ot
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wise. We used Eq.~4! for the normalization of the initial
electron density. The image reconstruction using the H
algorithm was not successful as shown in Fig. 1~c!. Figure 2
~a! shows the reconstruction error as a function of the ite
tion number, which is defined by

En5S (
rP” S

urn8~r!u2Y (
rPS

urn8~r!u2D 1/2

. ~6!

Although the reconstruction error in the HIO algorith
gradually decreased with the iteration number, it does
guarantee that the reconstruction proceeded toward the
rect solution. As shown in Fig. 2~b!, the estimated total num
ber of electrons increased with the iteration number, wh
reduced the reconstruction error. But the quality of the rec

FIG. 1. Simulations of image reconstruction.~a! Original image
in 91345 pixels.~b! Simulated oversampled diffraction intensitie
in 1293129 pixels. The data at the central 37337 pixels were
removed. The reconstructed images after 23104 iterations are
shown in~c! for the HIO algorithm and in~d! for the MHIO algo-
rithm. The data are shown in a linear gray scale for~a!, ~c!, and~d!;
and in a logarithmic gray scale for~b!. The black frames around th
images of~c! and ~d! indicate the total reconstruction areas.

FIG. 2. Convergence of the image reconstruction for the sim
lations shown in Fig. 1.~a! The reconstruction errors and~b! the
estimated total numbers of electrons normalized to the true va
are shown as a function of the iteration number. The estimated
number of electrons approached to the true value only in the MH
algorithm.
1-2
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FIG. 3. ~Color! Image reconstruction from the experimental diffraction data of a nanostructured pattern.~a! Oversampled diffraction
intensities in 100131001 pixels. The data at the central 61361 pixels were missing due to a beamstop. The reconstructed images
central 3633290 pixels (2.632.0 mm2) after 53104 iterations are shown in~b! for the HIO algorithm, in~c! for the MHIO algorithm, and
in ~d! for the MHIO algorithm with an improved support defined using~c!. The single pixel size of the reconstructed images is
37 nm2.
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structed image did not improve. The increase of the e
mated total number of electrons with the iteration numbe
the HIO algorithm is generally observed when the miss
near-forward data region is large, and which results in
failure of the HIO algorithm.

The failure of the HIO algorithm in the above examp
was caused by the fact that there are no constraints to m
the estimated total number of electrons converge to the
value. We therefore iteratively normalized the total numb
of electrons by multiplying a factor to the estimated struct
factor at the central pixelGn(0),

Gn8~0!5mn
(0)Gn~0!, ~7!

where

mn
(0)5aS 1

m̄n

21D 11, ~8!

m̄ is the average ofmn(K) over KPD, anda is a constant
typically between 0.5 and 1. When the estimated diffract
pattern is shaper than the experimental one,m̄n is smaller
than unity and consequentlymn

(0) is larger than unity. Con-
versely when the estimated diffraction pattern is broader t
the experimental one,m̄n is larger than unity and conse
quently mn

(0) is smaller than unity. Therefore the iterativ
normalization factor of Eq.~7! has an effect to decrease th
diffraction intensity at the central pixel when the estimat
diffraction pattern is sharper than the experimental one,
increase it when the estimated diffraction pattern is broa
The criterion to determine whether the estimated diffract
pattern is sharper or broader than the experimental one
not include the missing near-forward data. We call the H
algorithm with the initial normalization of Eq.~4! and the
iterative normalization of Eq.~7! the MHIO algorithm.

We applied the MHIO algorithm to the simulated diffra
tion data in Fig. 1~b!, and seta50.5 throughout the analy
ses. As shown in Fig. 1~d!, the image was almost perfectl
reconstructed after 23104 iterations using the MHIO algo
rithm. The estimated total number of electrons in the MH
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algorithm approached the true value as shown in Fig. 2~b!
due to the iterative normalization factor of Eq.~7!. Note that
in both simulations using the HIO and MHIO algorithms, w
used the same initial electron density, and the initial to
number of electrons was 3.3 times higher than the true va
The estimated total number of electrons changed rapidly
1.5 times higher than the true value after the first 50 ite
tions of the MHIO algorithm. Reasonable reconstruction
ing the HIO algorithm was obtained after 23104 iterations
when the missing near-forward data size was up to 939
pixels, which was 17 times smaller than that of the MH
algorithm.

We then applied the HIO and MHIO algorithms to expe
mental hard x-ray-diffraction data. The experiment was p
formed at BL29XUL~Ref. 17! of SPring-8 using the sam
experimental setup as the one used in Refs. 4, 5, and 1
two-dimensional nanostructured gold pattern with the size
2.532.0 mm2 was used as a sample@see Fig. 2~a! of Ref. 18
for the scanning electron microscopy image#. The sample
was made on a Si3N4 membrane by electron-beam lithogr
phy. Hard x-rays with a wavelength of 2.13 Å were used
achieve high spatial resolution. In x-ray-diffraction micro
copy experiments, coherent x-rays are required. The co
tion for the transverse coherence is (Du)rms<l/(4pOa),
and for the longitudinal coherence is (Dl/l)FWHM

<A2 ln 2d/(pOa). HereDu is the angle that the source su
tends at the sample,l the wavelength,O the oversampling
degree,a the sample size, andd the desired single pixel size
of the reconstructed image. In our case the conditions w
(Du)rms<2.4 mrad and (Dl/l)FWHM<3.731024. The re-
quired transverse coherence was achieved by a small ver
source size (;10 mm) ~Ref. 19! and by setting the horizon
tal front-end slit size to be 150mm ~rms: 43mm), where the
x-ray source and the front-end slit were located at 54-m
25-m upstream of the sample, respectively. The required
gitudinal coherence was achieved by using a Si~111! double-
crystal monochromator with (Dl/l)FWHM51.331024. A
20 mm diameter pinhole and a corner were placed
38.1-mm and 12.7-mm upstream of the sample, respectiv
to reduce the background scattering from the Si3N4 mem-
1-3



o
i

-
de
f
rt
y

-

rn
1
e
d

to
er
l

is
r
e
I

re
th
te

the
er

n

ere

he
in a

im-
om
s-
e
le-
y,
. We
li-
-
in

dif-
le-

.
as
gy,

RAPID COMMUNICATIONS

YOSHINORI NISHINO, JIANWEI MIAO, AND TETSUYA ISHIKAWA PHYSICAL REVIEW B 68, 220101~R! ~2003!
brane and to reduce the parasitic scattering from the pinh
The diffraction intensities were measured by a direct illum
nation liquid-nitrogen-cooled charge-coupled device~CCD!
detector with 115231242 pixels placed at 743-mm down
stream of the sample. The single pixel size of the CCD
tector was 22.5322.5mm2. Due to a beamstop in front o
the CCD detector, data were missing at some pixels. Pa
the missing data was recovered by using centrosymmetr
the diffraction pattern~Friedel’s law!, but the data at the
central 61361 pixels were still lost after the symmetry op
eration.

Figure 3~a! shows the experimental diffraction patte
(100131001 pixels! with missing data at the central 6
361 pixels. The data are those used in Ref. 18. The siz
the diffraction pattern and other experimental parameters
termined the single pixel size of the reconstructed image
be 737 nm2. The support size was set to be 2.632.0 mm2

(3633290 pixels!. The oversampling ratio was calculated
be s59.5. Figure 3~b! shows the reconstructed image aft
53104 iterations using the HIO algorithm with the initia
normalization of Eq.~4!, which was not recognizable. This
because the estimated total number of electrons, as obse
in the simulations, increased with the iteration numb
which indicates that the reconstructed image using the H
algorithm did not improve with the iteration number. Figu
3~c! shows the recognizable reconstructed image of
sample pattern by using the MHIO algorithm. The estima
nd
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total number of electrons converged to a certain value in
MHIO algorithm. To refine reconstruction we used a low
quality reconstructed image of Fig. 3~c! to set an improved
support. Figure 3~d! shows a reconstructed image with a
improved support in the MHIO algorithm after 53104 itera-
tions. The improved support was defined as the region wh
the value of the Gaussian filtered image of Fig. 3~c! with
sigma520 pixels was more than 23% of the maximum of t
Gaussian filtered image. Farther refinement can be done
similar manner.

In summary, we have successfully reconstructed the
age of a two-dimensional nanostructured pattern only fr
the oversampled hard x-ray-diffraction intensities with mis
ing near-forward data by using the MHIO algorithm. Th
algorithm does not require additional experiments to supp
ment the missing intensities for x-ray-diffraction microscop
and consequently reduces radiation damage to samples
anticipate that the algorithm will greatly broaden the app
cations of x-ray-diffraction microscopy, especially in bio
logical applications, in time-resolved measurement, and
measurement with x-ray free electron lasers, where it is
ficult to supply the missing near-forward data with supp
mental experiments.
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